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Please note this project is made on the LIttle Ricky Beading Loom, 
however the instructions can be adapted to suit different looms. 

1. If you have not yet built your loom, follow the box 
instructions. For this project you will make a bracelet 
piece that is 16.5cm long with 93 rows, so you need to 
insert the bridge into the 6th hole from the top of the 
loom.

2. Cut a length of thread about 2 metres long and 2. Cut a length of thread about 2 metres long and 
thread the end through one of the pegs, leaving a tail. 
Wrap the end around the grooves of the peg and firmly 
twist the peg into the second hole (top left) of the Little 
Ricky Beading Loom. 

3. To create the warps, take your thread over the top 3. To create the warps, take your thread over the top 
bar, then over and under the bottom bar. Continue to 
weave over and under the bars until you have 7 gaps. 
Finish by securing the peg tightly at the bottom in the 
hole second from the end.

4. Take an arm span of thread and secure it to a peg as 4. Take an arm span of thread and secure it to a peg as 
before. Place this into the last hole so that it sits next to 
the end of the warp thread. This is the weft thread that 
you will be weaving with, so pop your needle on the 
end to begin your project.

TIP: Before starting your project, make sure all your   
threads are taut by twisting the pegs for a secure fit!
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Thread on your first row of 7 seed beads 
starting from the bottom of your diagram to the 
left. Weave your needle under the warp threads. 
This next bit can be tricky, but once your have 
your first row it becomes much easier! Use your 
index finger on your left hand to lift the beads in 
place, and your thumbnail to push the threads 
between the beads.between the beads.

Pass the needle through the first row of beads 
from the left to right, raising the beads, to make 
sure the needle passes over the warp threads.

To complete this row, pass your needle back 
through the beads (right to left) but this time 
press the beads down so that you pass under 
the warp threads. If you ever miss a bead, just 
repeat the previous steps.

Continue adding rows until you reach the top of Continue adding rows until you reach the top of 
your loom. The final row can be tricky as it will 
be a tight fit. You might find it easier to pass 
through a couple of beads at a time.

Once you have finished and secured your last Once you have finished and secured your last 
row you can remove the bracelet piece from the 
loom. Place the piece on a flat surface and run 
your fingers from the middle, outwards to evenly 
distribute the beads to fill the gap where the bar 
once was.

Weave your two warp threads through the ends Weave your two warp threads through the ends 
of the piece to secure. Take your bangle base 
and carefully apply a VERY THIN layer of 
Gem-Tac glue approx 1 inch long. Less is always 
more, as you don’t want the glue to seep 
through the beads! Glue the loom piece to the 
bangle inch by inch and allow it to dry for at 
least 24 hours before wearing your bangle.least 24 hours before wearing your bangle.

You will need to add more thread a few times on 
this project. When you have a few inches of thread 
remaining, simply zig-zag your thread back through 
the piece knotting as you go. Take a new length of 
thread and zig-zag back up to where you finished 
beading, securing with a couple of knots. For more 
infomation on this, check out our YouTube video 
‘How to Add more Thread’.‘How to Add more Thread’.


	Zig Zag pg1
	Zig zag pg2

